
 

 

America’s Preferred Supplier of Quality 
Spray Booth Systems and Accessories. 

Single-skin down-draft cabin 

Drop down ceiling filters 

15 lights (with color corrected bulbs) 

14’ wide x 9’ x 27’ long 

 
 

Standard Features 

Down Draft 

Pitless Down Draft 

Powder-Coated White 

Insulating Skin 

 
 

Optional Features 

Our most versatile model yet; 
the Medallion series is superior 
in design and structure because 
it can conform to almost any 
configuration. The standard 
model is a single-skin, down-
draft cabin with drop down 
ceiling filters. Optional 
equipment includes an insulating 
package as well as an exhaust 
chamber that makes the booth a pitless down-draft and 
eliminates the need for concrete excavation. 

array of spray booth configurations 
that provide you with a high quality 
solution at an affordable price. 

No solution is the same for every 
business. The KAYCO line of 
products is designed to allow custom 
configuration to meet our customers 
demanding requirements.  

Kayco is dedicated to superior 
customer service before, during and 
after the sale. 

Call us at 800-529-2640 or visit us on the web at 
www.kaycospraybooths.com 
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Kayco Spray Booths Inc. strives to be your preferred supplier of quality 
spray booth systems and accessories. Our product line offers a diverse 
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KAYCO MEDALLION SPRAY BOOTH DIAGRAM 

Lighting 
15 light fixtures (48” 4 tube T8 ballasts) color 
corrected bulbs included 

15 clear tempered glass windows for 
maximum light output 

Intake 
Blanket type intake filters rated at 85% 
efficient on 10 micron dust particles  

1.5 million BTU heater @ 14,000 CFM 

Digital remote mounted control panel 

• All KAYCO Booths are manufactured in accordance with NFPA 33 and OSHA 1910 codes. Electrical, plumbing 
and sprinklers (not included) must also conform to these regulations. 

• Specifications subject to change 

Call us at 800-529-2640 or visit us on the web at www.kaycospraybooths.com 

1 - 36” diameter tube axial non-sparking fan 

1 – 3 HP 3 phase motor 

Double row pit for better overspray evacuation

Exhaust filters rated 98% efficient  

14,000 CFM @ ½” static pressure 

Exhaust 


